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- ERT SENSOR DEPTHS - 521', 597', 672",
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- EC SENSOR DEPTHS - 344", 364', 384’,
404"

- ACD SENSOR DEPTHS - 274", 277
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LOW FLOW PUMP
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= ——— STAINLESS STEEL CASING CENTRALIZERS EVERY 40

FEET

1,201 FEET PVC ENDCAP
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— PRODUCTION TEST FACILITY
1. WELL REGISTRATION NO.: 55-227234 < wigwig FLORENCE COPPER, INC.
2. CADASTRAL LOCATION: D (4-9) 28 CAC ARASPREAT FLORENCE, ARIZONA
3. MEASURING POINT ELEVATION: 1478.57' AMSL
4. 1D. = INSIDE DIAMETER
2- S\-/% = gg:\?{/‘?ﬁﬁlgﬂfgﬁw 0-05B OBSERVATION WELL
7. FRP = FIBERGLASS REINFORCED PLASTIC AS-BUILT DIAGRAM
8. ACD = ANNULAR CONDUCTIVITY DEVIGE
9. EC = ELECTRICAL CONDUCTIVITY N
10.ERT = ELECTRICAL RESISTIVITY TOMOGRAHY LORENCE  SCALE:NOT TO SCALE
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